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FLAT COATING WITHOUT BURRS, WEAVES AND DIMPLED SKIN/
Glatte beschichtung ohne Grat, Wellen und Orangenhaut

]
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PUR COATING: :
BASF ELASTOLLAN C 80 A

10,4 20.2

SECTION CUT B-B
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REQUIRED
FOR
PROTO
TYPE
PARTS
YES/NO

- FUNCTIONAL SURFACE: NO BURR PERMITTED

YES

CUTTING BURR MAX. 0.1

YES

CC1: CRITICAL CHARACTERISTIC:
FLAUMABILITY ACC. TO FIVS$302, IS0 3795,
GB 8410 TO BE VERIFIED AT PART

YES

CORROSION TEST
ASSY ROOF ACC. TO ISO 9227

YES

CORROSION EVALUATION
SUBSURFACE CORROSION OF CUTTING EDGE WAX. 2.5mm/

SUBSURFACE CORROSION OF CRACK MAX. 2.0mm/

TOLERANCING ACCORDING TO IS0 8015

YES

FOR MISSING DIMENSIONS SEE CAD-DATA SET

YES

- COMPLIES WITH DIRECTIVE 2000/53/EC
IN THE MOST RECENT AMENDMENT.
EXEMPTIONS ACCORDING TO ANNEX II ARE NOT PERMITTED.

YES
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