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 TOLERANCES ARE:
 
 LINEAR:           ±  0.1
 ANGULAR:          ±  1 °
 
 FILLET RADII:     ±  0.25
 CORNER RADII:     ±  0.25
 
 SURFACE ROUGHNESS:  3.2

 
 PART MUST BE FREE FROM
 BURRS AND SHARP EDGES.

THIRD ANGLE PROJECTION
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NOTES:
 
MATERIAL: SAE J403 1008-1018
 
UNLESS OTHERWISE SPECIFIED:
 
   STAMPED SURFACES
   0.3 A B C  ON THE DIMENSIONED SIDE
 
   ALL BEND RADII METAL THICKNESS
 
   BURRS SHARP EDGES AND FOREIGN MATERIAL
   RESULTING FROM GOO MANUFACTURING
   PRACTICES ARE ACCEPTABLE PROVIDING
   THEY ARE NOT DETRIMENTAL TO ASSEMBLY-
   FUNCTION OR SAFE HANDLING AS DETERMINED
   BY ECOMOTORS ENGINEERING
 
THIS IS A 100% PRO-E GENERATED PART. FOR 
DIMENSIONAL INFORMATION NOT SHOWN ON 
THIS DRAWING, ANALYZE CAD DATA. ALL CAD 
DIMENSIONS TO BE CONSIDERED BASIC. AREAS 
REQUIRING FILLETS THAT ARE NOT INCLUDED 
IN THE CAD MODEL MAY BE INCLUDED, PENDING 
APPROVAL BY ECOMOTORS ENGINEERING. 
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